
A A

B B

C C

D D

1

1

2

2

3

3

4

4

5

5

TITLE:
Sheet_1 REV: 1.0

Date: 2019-09-07

Sheet: 1/1
Drawn By: Zalert

Company: Your Company

0.1u
C11

330
R18

10k
R19

SKRKAEE020
SW1

1
2

16MHz
X1

3
1

2

0.1u
C7

ATMEGA328P-MU
U1

PC6 (RESETPCINT14) 29

PD0 (RXDPCINT16) 30
PD1 (TXDPCINT17) 31
PD2 (INT0PCINT18) 32

PD4 (PCINT20XCKT0) 2

VCC6

GND5

PB6 (PCINT6XTAL1TOSC1) 7
PB7 (PCINT7XTAL2TOSC2) 8

PD5 (PCINT21OC0BT1) 9
PD6 (PCINT22OC0AAIN0) 10

PD7 (PCINT23AIN1) 11

PB0 (PCINT0CLKOICP1) 12
PB1 (PCINT1OC1A) 13

PB2 (PCINT2SSOC1B) 14
PB3 (PCINT3OC2AMOSI) 15

PB4 (PCINT4MISO) 16
PB5 (SCKPCINT5) 17

AVCC18

AREF20

GND21

PC0 (ADC0PCINT8) 23
PC1 (ADC1PCINT9) 24

PC2 (ADC2PCINT10) 25
PC3 (ADC3PCINT11) 26

PC4 (ADC4SDAPCINT12) 27
PC5 (ADC5SCLPCINT13) 28

GND3

VCC4 ADC6 19
ADC7 22

DAP33

PD3 (PCINT19OC2BINT1) 1

LED5

0.1u
C1

Header-Female-2.54_1x6
P2

1
2
3
4
5
6

470R
R15

0805

470R
R14

0805

470R
R13

0805

LED4

LED3

LED2

Header-Female-2.54_2x4
H2

1 2
3 4
5 6
7 8

OLED接口
H4

1 12 23 34 4

SW2

1 2

3 4

SW3

1 2

3 4

SW7

1 2

3 4

Header-Male-2.54_1x3
P6

3

1
2

Header-Female-2.54_1x8
P8

1
2
3
4
5
6
7
8

ATMEGA328P系统板

量程显示

按键控制
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检测电池电压

ON/OFF

ON/LED

Current Input
Voltage Output

Current ranges:
+/- 0-300mA   (70μA/mA burden voltage typical)
+/- 0-1000μA  (10μv/uA)
+/- 0-1000nA  (10μv/nA)

10R   R并 = 9.99 1mv/μA
0.01  R并 = 0.01 1mv/mA
10K              1mv/nA

量程选择

控制拓展接口

修改为双MOS管驱动以防止单片机的干扰
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